POWERFORM" 35/35P

Powerform® 35

Powerform® 35P

e Powerform® 35/35P has the highest strength of all
low rotation hoist ropes.

* A sample of rope from each production batch is
tested to destruction in order to confirm
compliance with catalogue breaking force values.

® Maximum resistance to rotation.

e Suitable for use on single part and multi-part hoist
reeving systems.

¢ High fatigue life resulting from the unique
compaction process.

e [ncreased resistance to crushing. Recommended
for multi-layer spooling operations.

® [ncreased abrasion resistance resulting from the
unique compaction process.

® Optional plastic impregnation. (P) signifies full
plastic impregnation of the Steel Core.

e Fully lubricated in manufacturing.

Standard Characteristics Powerform® 35/35P

Construction  10mm-40mm  35xK7(16xK7:6xK7+6xK7-
6xK7-1x7)

42mm-60mm  35xK19S5(16xK19S:6xK195+
6xK195-6xK19S5-1x19S)

Compacted Yes No
L 2
Tensile Grade N/mm? 1960 2160
* *
Finish : Bright Galvanised
L 4 *
Lay Direction Right Hand Left Hand
L 2
Lay Type Ordinary Langs
*
Average Fill Factor (%) 74.5
Turn value at 20% of
breaking force 0.2
degrees%rope lay

Nominal rope lay length

(NRD = Nominal Rope 6.0 x NRD
Diameter)
Discard Criteria Refer to 1SO 4309:1990







